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Insert stiffener Economy

Model:
• Suitable for PE and PVC pipes
• Stainless steel A2 quality (AISI 304), optional A4 quality (AISI 316)
• For pipe sizes > d355 use an insert stiffener with wedge
• Other pipe sizes < d355 available on request 

d x e
(mm)

SDR L
(mm)

Code Weight
(kg)

40 x 3,7 11.0 100 709 026 391 0.100
40 x 2,3 17.6 / 17.0 100 709 026 392 0.100
50 x 2.4 21 175 709 026 207 0.130
50 x 4,6 11.0 100 709 026 203 0.130
50 x 2,9 17.6 / 17.0 100 709 026 206 0.130
63 x 5,8 11.0 100 709 026 211 0.160
63 x 3,6 17.6 / 17.0 100 709 026 214 0.160
63 x 2,0 33 100 709 026 217 0.160
63 x 1,5 41 100 709 026 415 0.160
75 x 6,8 11.0 100 709 026 220 0.190
75 x 4,3 17.6 / 17.0 100 709 026 223 0.190
75 x 1,9 41 100 709 026 227 0.190
90 x 8,2 11.0 120 709 026 230 0.270
90 x 5,2 17.6 / 17.0 120 709 026 233 0.270
90 x 2,8 33 120 709 026 236 0.270
90 x 2,2 41 120 709 026 238 0.270

110 x 10,0 11.0 120 709 026 242 0.330
110 x 6,3 17.6 / 17.0 120 709 026 245 0.330
110 x 3,4 33 120 709 026 248 0.330
110 x 2,7 41 120 709 026 250 0.330

125 x 11,4 11.0 120 709 026 254 0.380
125 x 7,2 17.6 / 17.0 120 709 026 257 0.380

140 x 12,7 11.0 140 709 026 266 0.490
140 x 8,0 17.6 / 17.0 140 709 026 269 0.490

160 x 14,6 11.0 140 709 026 278 0.850
160 x 9,1 17.6 / 17.0 140 709 026 281 0.850
160 x 4,9 33 140 709 026 284 0.850
160 x 4,0 41 140 709 026 286 0.850

180 x 16,4 11.0 140 709 026 290 0.950
180 x 10,7 17.0 140 709 026 408 0.950
180 x 10,3 17.6 140 709 026 293 0.950
200 x 18,2 11.0 160 709 026 302 1.210
200 x 11,9 17.0 160 709 026 409 1.210
200 x 11,4 17.6 160 709 026 305 1.210

200 x 6,1 33 160 709 026 308 1.210
200 x 4,9 41 160 709 026 310 1.210

225 x 20,5 11.0 160 709 026 314 1.360
225 x 13,4 17.0 160 709 026 410 1.360
225 x 12,8 17.6 160 709 026 317 1.360
250 x 22,8 11.0 160 709 026 326 2.010
250 x 14,8 17.0 160 709 026 411 2.010
250 x 14,3 17.6 160 709 026 329 2.010

250 x 7,6 33 160 709 026 332 2.010
250 x 6,1 41 160 709 026 334 2.010

280 x 25,5 11.0 160 709 026 338 2.250
280 x 16,6 17.0 160 709 026 340 2.250
280 x 16,0 17.6 160 709 026 341 2.250
315 x 28,7 11.0 160 709 026 350 2.530
315 x 18,7 17.0 160 709 026 413 2.530
315 x 17,9 17.6 160 709 026 353 2.530

315 x 9,6 33 160 709 026 356 2.530
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d x e
(mm)

SDR L
(mm)

Code Weight
(kg)

315 x 7,7 41 160 709 026 358 2.530
355 x 32,3 11.0 160 709 026 362 2.850
355 x 21,1 17.0 160 709 026 414 2.850
355 x 20,2 17.6 160 709 026 365 2.850

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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