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Screen perforation (7-11)

d
(mm)

Size
(inch)

DN
(mm)

20 1∕2 15
25 3∕4 20
32 1 25
40 1 1∕4 32
50 1 1∕2 40
63 2 50
75 2 1∕2 65
90 3 80

d
(mm)

PVC-U
0.5mm (7)

Code

PVC-U
0.8mm (8)

Code

PVC-U
1.4mm (9)

Code

PVC-U
2.2mm (10)

Code

PP-H
0.5mm (12)

Code

stainless
steel

0.5mm AISI
316 (11)

Code
20 161 305 339 161 305 338 161 305 337 161 305 336 167 305 030 161 486 100
25 161 305 389 161 305 388 161 305 387 161 305 386 167 305 031 161 486 101
32 161 305 439 161 305 438 161 305 437 161 305 436 167 305 032 161 486 102
40 161 305 489 161 305 488 161 305 487 161 305 486 167 305 033 161 486 103
50 161 305 539 161 305 538 161 305 537 161 305 536 167 305 034 161 486 104
63 161 305 589 161 305 588 161 305 587 161 305 586 167 305 035 161 486 105
75 161 305 639 161 305 638 161 305 637 161 305 636 161 486 106
90 161 305 689 161 305 688 161 305 687 161 305 686 161 486 107

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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